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THE PAVEMENT MARKING-WATERBORNE (620) SHALL BE PLACED IN ACCORDANCE WITH EM 620  "PAVEMENT MARKING® AS STATED ON PAGE 77 OF THE %‘ﬁfég
SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, 2004, 3%
x
THIS ITEM SHALL CONSIST OF RUNWAY AND HOLDING LINE MARKING IN ACCORDANCE WITH THESE SPECIFICATIONS AND AT THE LOCATIONS SHOWN ON THE
CONSTRUCTION PLANS. ALL RUNWAY MARKING WILL BE WHITE IN COLOR AND THE HOLDING LINE MARKING WILL BE YELLOW IN COLOR WITH A BLACK OUTUNE.
THE PROPOSED PAVEMENT MARKING WILL BE APPLIED IN TWO APPLICATIONS. "
ANY MATERIAL DELIVERED THAT FAILS TO MEET THE SPECIFICATIONS SHALL BE DISPOSED OF BY THE VENDOR AND IMMEDIATELY REPLACED WITH ACCEPTABLE El. 8
MATERIAL ENTIRELY AT THE VENDOR'S EXPENSE, INCLUDING HANDLING AND TRANSPORTATION CHARGES. E ml|g 3
=Z T,
ALL NUMERALS EXCEPT FOR THE NUMERAL ELEVEN ARE HORIZONTALLY SPACED 15 FEET APART. & E T3
2 |t
DOUBLE DIGIT NUMERAL DESIGNATIONS ARE CENTERED ON THE RUNWAY PAVEMENT CENTERLINE BASED ON THE CENTER OF THE OUTER EDGES OF THE TWO g O o, % o
NUMERALS. ¥ |loZf
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ALL CURING COMPOUND WILL BE CLEANED FROM CONCRETE PAVEMENT PRIOR TO APPLYING PANT. NO EXCEPTIONS. % = |0 %3
ALL PROPOSED MARKING WILL BE COMPLETED IN ACCORDANCE WITH THE DETAILS SHOWN ON THE CONSTRUCTION PLANS. LEGEND 2 < % <
1]
GLASS BEADS SHALL BE REQUIRED ONLY ON THE SECOND APPLICATION. [ EXISTING IMPROVEMENTS ¢ 15 30 60’ g::
CUT-OFF SHEETS WILL BE REQUIRED TO INSURE STRAIGHT EDGES. L7 PROPOSED PAVEMENT YOLF SIE SCAE T 6
THE PROPOSED MARKING WILL BE PAID FOR UNDER ITEM; 1 PROPOSED PAVEMENT MARKING FULL SIZE SCALE: 1"= 30 5 5
_ ARG20520 PAVEMENT MARKING-WATERBORNE ___ PER SF. A ot e )




